KF-Terminals (USA)
KF-Terminals (Singapoer)
KF-Terminals (China)
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Heat Shrink-Insulated Single Crimp Pin Terminals

Brand KF" Spec (American AWG) 22-16 16—14 12-10 ;
— , : B Spec (JIS AWG) 1.25 2 5.5
Finish/Coating Tinned Spec (DIN AWG) 1 2.5 4.0-6.0 »
Base Materials Copper, PE zpec éGB mtm‘) 0.5151.5 22.5 468
A ; ax Curren 7 —
Insulation Material | N/A Operating Voltage 600V Q
Brazed Seam Heat _Shrinkable Temperature 1509 6"
Wire/Cable Type Regular Wire o =P L o
Color Code Standard ¢ %
MOQ 1000Pcs/item W \/ N =
y N7 \/ =
Payment Terms Based on orders N, e Y «Q
Delivery FOB/CIF/DDP D )
(@
=
: Dimension{mm) 3
Wire Range SKU# MFG# Color Tool | pcs/pack
D L nE ©
-
D
KFSH410 PTH1.25-10 0.079 2.0 0.197 5.0 1.260 32.0 1000 g
-
AW.G. 22-16 0.03 Q
2 KFSH41 1 PTH1.25-12 0.079 2.0 0.197 5.0 1.339 34.0 (0.75) red [IZUMI 3#| 1000 =
0.5~1.5mm : m
KFSH412 PTH1.25-18 0.079 2.0 0.197 50 1.575 40.0 1000
KFSH420 PTH2-10 0.079 2.0 0.236 6.0 1.260 32.0 1000
AL, 16_124 KFSH421 PTH2-12 0.079 2.0 0.236 6.0 1.339 34.0 PRer blue |1IZUMI 4#| 1000
1.5~2.5mm (0.8)
KFSH422 PTH2-18 0.079 2.0 0.236 6.0 1.575 40.0 1000
KFSH430 PTH5.5-13 0.118 3.0 0.256 6.5 1.417 36.0 1000
AW.G. 12-10 0.039
e (1.0) yellow |[1ZUMI 5#
KFSH431 PTH5.5-18 0.118 3.0 0.256 6.5 1.614 41.0 1000
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